
 

TELLA® PEEL & STICK MURAL APPLICATION

INSPECT THE PRODUCT

•	 Open	and	thoroughly	inspect	the	product	for	defects.

•	 Confirm	that	this	 is	the	correct	product	and	that	the	
dimensions	are	accurate.

•	 Assess	walls	for	bowing,	sagging	or	uneven	surfaces	
as	these	may	cause	misalignment.

STOP IMMEDIATELY AND CONTACT 4WALLS IF ANY 
DISCREPANCY IS DISCOVERED.

TOOLS YOU WILL NEED

•	 Step	Stool	or	Step	Ladder

•	 Razor	Knife

•	 Tape	Measure

•	 Level	

•	 Straight	Edge

HELPFUL HINTS

We	recommend	that	two	people	install	this	mural	together.

Since	walls	and	ceilings	are	rarely	perfect,	never	pre-trim	
your	mural;	always	trim	to	fit	after	installation.	

Some	 murals	 come	 in	 multiple	 panels.	 In	 these	 cases	
we	 strongly	 recommend	 laying	 out	 all	 panels	 prior	 to	
installation.	 This	 will	 help	 determine	 the	 best	 starting	
point	 and	 detect	 any	 problems	 that	 may	 arise	 during	
installation.

All	seams	include	a	small	amount	of	overlap.	Please	take	
care	when	matching	the	pattern	at	a	seam	to	accomodate	
this	feature.	

WALL PREPARATION

Peel	 &	 Stick	 Murals	 must	 be	 applied	 to	 a	 dry,	 clean,	
smooth,	 flat	 painted	 surface.	 Old	 wallpaper	 or	 other	
surface	materials	should	be	removed	before	application.

Textured,	 glossy,	 or	metallic-painted	walls	will	 not	 allow	
for	good	adhesion.

Remove	 picture	 hooks,	 light	 fixtures,	 and	 switch	 plates.
(Extreme caution should be used when trimming or 
hanging wallcovering around electrical outlets.)

Fill	cracks	and	holes	with	spackling	compound,	and	sand	
until	smooth.

Dust,	dirt,	moisture,	and	oils	from	your	hands	will	diminish	
the	life	of	the	adhesive,	so	we	do	not	recommend	frequent	
removal	and	replacement.

Self-adhesive	 materials	 like	 the	 first	 thing	 they	 meet!	 If	
that	happens	to	be	a	dirty	surface,	they’ll	stick	to	the	dirt,	
resulting	 in	a	weak	bond.	 If	 it’s	a	clean	wall,	 they’ll	 stick	
to	 the	wall,	and	you’ll	be	 far	happier	with	 the	outcome.	
In	short,	make	sure	your	walls	are	clean	before	you	apply	
your	Peel	&	Stick	Mural!

A NOTE ABOUT RECENTLY PAINTED WALLS

Please	be	advised	that	a	freshly	painted	wall	will	need	to	
fully	cure	for	about	six	weeks	prior	to	installing	a	peel	&	
stick	product.	As	the	paint	cures,	its	evaporating	solvents	
can	interact	with	the	peel	&	stick’s	adhesive	and	render	it	
ineffective.

BEFORE YOU BEGIN

Got 5 minutes?
Visit:

www.4walls.com/install
Watch	our	five	minute	installation	video	
and	save	time	&	headaches	with	your	

Tella®	mural	install!

**CAUTION**
Plastic bag may be a 

choking hazard.
KEEP AWAY FROM 
SMALL CHILDREN

4700	Lakeside	Avenue	
Third	Floor	
Cleveland,	Ohio	44114

4service@4walls.com
1-800-496-4444

Manufactured	by



1. LOCATE THE MURAL ON YOUR WALL

Decide	where	you	would	like	to	position	your	mural	on	the	
wall.	Using	a	pencil,	 lightly	mark	 the	 location	where	 the	
top	left	corner	of	your	mural	will	be	placed.

From	this	mark,	measure	across	the	wall	to	the	right,	the	
same	distance	as	the	width	of	your	first	panel,	and	make	a	
second	mark	at	this	location.

From	 this	mark,	use	your	 level	 to	 lightly	draw	a	 straight	
vertical	line.	This	will	be	your	guideline	for	the	right	hand	
side	of	your	first	mural	panel.

2. APPLY THE FIRST PANEL

Start	 at	 the	 top	 of	 the	 panel	 and	 peel	 back	 the	 liner	 a	
few	 inches.	Align	 the	upper	 right	edge	with	your	pencil	
guideline	 and	gently	 tack	 the	 corner	 onto	 the	wall	with	
your	hands.	DO	NOT	peel	off	the	entire	liner	all	at	once.

While	still	holding	the	top	in	place,	have	a	helper	slide	the	
bottom	of	 the	mural	along	 the	wall	until	 the	 lower	 right	
edge	also	aligns	with	the	pencil	guideline.	(You	may	need	
to	 lift	 and	 reapply	 the	 corner	 you	 tacked	 if	 it	 becomes	
twisted	while	aligning	the	bottom.)

Slowly	and	evenly	press	 the	entire	width	of	 the	 top	 into	
place	with	your	hands,	making	sure	to	keep	the	right	edge	
aligned	with	the	guideline.	

With	the	top	now	firmly	in	place,	continue	to	peel	back	the	
liner	a	few	inches	at	a	time	,	evenly	pressing	the	mural	into	
place	as	you	go.	Keep	checking	 the	alignment	 to	make	
sure	the	right	edge	doesn’t	wander	from	the	guideline.

Smooth	all	wrinkles	and	bubbles	outward,	until	 they	are	
removed.	 Do	 not	 use	 too	 much	 pressure;	 light,	 even	
strokes	work	best.	Be	careful	not	to	stretch	the	mural	while	
positioning.	If	wrinkles	appear,	simply	peel	back	the	panel	
and	reapply	that	section.

3. APPLY ADDITIONAL PANELS

For	murals	with	multiple	panels:	Align	the	next	panel	 to	
the	one	you	just	installed,	matching	up	the	artwork	along	
the	seam.	The	panels	will	overlap	slightly	in	order	to	match	
the	artwork	-	this	is	correct.	DO	NOT	install	the	panels	with	
the	edges	butted	together.	Repeat	the	steps	for	installing	
the	first	panel	for	all	additional	panels.	(You	do	not	need	
to	draw	any	additional	guidelines.)

4. TRIMMING

When	all	panels	have	been	adhered,	trim	any	ceiling	and	
baseboard	overage	using	your	 straight	edge.	Go	 slowly	
and	change	blades	often	for	the	best	result.

HANGING PROCEDURE

CARE & CLEANING

Once	installed,	your	wallcovering	may	be	cleaned	using	a	soft	sponge	and	a	lukewarm,	mild	detergent	solution.	Do	not	use	
abrasive	cleaners	containing	chlorine	bleach,	solvents,	or	ammonia	as	they	may	attack	and	damage	the	printed	surface.	

WARRANTY

4walls	warrants	its	finished	product	to	be	free	of	defects	in	material	and	workmanship	for	a	period	of	90	days	from	purchase,	
and	will	replace	any	material	found	to	be	defective.	Please	inspect	all	goods	immediately	upon	receipt.	4walls	is	not	responsible	
for	labor	charges,	improper	installation,	installation	of	incorrect	goods	(those	not	approved	or	confirmed	by	the	customer),	
removal	of	goods,	or	problems	arising	from	defects	in	the	construction,	surface,	or	preparation	of	the	wall.
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